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POIITTERS  OIT  PAI^TT  BRUSHES 


jots,  according  to 


A  good  paint  "Drush  will  pay  its  way  if  well  ca,red  for  "between 


 J  »  3-t 

(Najne)  (title) 

  »  Here  are  some  pointers  on  the  selection  of  paint  iDrushes, 

(institution) 

"Use  a  Z\  or  4-inch  flat  "brush  with  "bristles  about  4j-  inches 
long  for  applying  oil  paint  to  large  surfaces,    Por  trimming  and  small  surfaces 
a  flat  "brush  an  inch  smaller  in  each  dimension  is  suita"ble,    A  flat  or  oval 
sash  "brush,  1  to  ij  inches  long,  is  also  necessary,    A  special  penciling  "brush, 
or  the  smallest  oval  sash  brush,  or  a  round  lettering  brush  is  needed  for  pencil- 
ing brickwork.    For  varnishing,  there  should  be  a  special  varnish  brush  which  har 
never  been  dipped  in  paint.     Special  brushes  are  obtainable  for  calcimining, 
wall    ttippling,  roof  painting,  whitewashing,  and  fine  varnish  or  enamel  work, 

"DonH  use  a  good  brush  for  painting  roijgh  surfaces.    Old  stubby 
brushes  will  do.    Use  a  cheap  brush  for  putting  on  a  shingle  stain, 

"Never  allow  paint  to  dry  on  a  brush.    When  painting  stops  for 
more  than  an  hour,  the  brushes  should  be  kept  in  raw  linseed  oil.    When  paint- 
ing is  again  resumed,  as  much  oil  as  possible  should  be  scraped  or  wiped  from 
the  brushes.    The  remainder  should  be  thoroughly  mixed  with  the  paint.  Brushes 
that  have  been  used  in  flat— finish  paints  and  arc  to  be  used  again  for  the  same 
purpose  should  be  kept  in  kerosene, 

"During  long  intervals  between  painting  Jobs,  brushes  should  be 
hung  in  raw  linseed  oil,  preferably  in  closed  containers,  in  such  a  way  that 
their  weight  does  not  rest  on  the  bristles, 

"Varnish  brushes,  after  use,  should  be  washed  in  turpentine. 
917-38  ,  (More) 


«  2  -  (Pointers  on  paint  trushes,) 

Those  that  have  "been  in  shellac  should  be  cleaned  with  denatured  alcohol.  Bur- 
in^ interruptions  of  a  varnishing  joh,  keep  the  brushes  completely  covered  in 
either  turpentine  or  in  the  varnish,  in  a  closed  container. 

"Whitewash  and  calcimine  "brushes  should  "be  washed  thoroijghly  in 
water  after  each  day's  work  and  hung  up  to  dry,  with  the  "bristles  do\TO#" 
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